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IMPORTANT INFORMATION

ThermaZone®

COMFORT HEATERS

BBC Industries, Inc. is interested in the safe operation of its
equipment. All wiring to this equipment must be connected to the
electrical source in strict accordance with the National Electrical Code
(N.E.C.)

Before installing this equipment, the user must be aware of the safety
requirements as specified by the National Board of Fire Underwriters.

Do not "Box" in or further insulate the back of the section which
might cause a heat buildup in the wiring raceway. The back surface
of the raceway should be at least 4 inches from combustible material.

Do not install section closer than:

4 inches to a horizontal surface
12 inches to vertical surface
36 inches to another heater

6 feet from the floor

For wall mounting (above 6 feet from floor), outlet box and wiring
raceway should always face adjacent vertical wall mounting surface.

For angle positioning, the heater should not be directed toward any
vertical surface closer than 6 feet.

CAUTION: Puncture of element face may result in a shock hazard.
As with other electrical devices, competent engineering advice should
be consulted before installing units in a hazardous (flammable or
explosive) area.

IMPORTANT: When using the mounting brackets, a minimum of 4
inches should be left between the corners of the heating section and
any horizontal or vertical surface. See drawing below.

) /
4.00 MIN. CLEARANCE CEILING

WALL— |

BRACKET
\I

4.00
MIN.

For supply connections use the wire size (or larger) as directed by
the chart below. All wires must be suitable for at least 75°C (167 °F).

LOW VOLTAGE HIGH VOLTAGE
MODEL NO. AWG. WIRE SIZE AWG. WIRE SIZE
#11-450U, #11-600, #11-800U 14 -
#11-1000U, #11-1200U 14 -
#11-1500U 12 -
#21-900U, #21-1200U 14 14
#21-1600U 12 14
#21-2000U, #21-2400U 10 14
#21-3000U 8 12
#23-2000U, #23-2400U 10 14
#23-3000U 8 12
#41-1800U, #41-2400U 14 14
#41-3200U 12 14
#41-4000U, #41-4800U 10 14
#41-6000U 8 12
#43-4000U, #43-4800U 10 14

#43-6000U 8 12







